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ACOUSTICK-MAT UNDERLAY SPECIFICATIONS

Installation

INSTALLATION METHOD Refer to Timber Overlay Installation 
Guide

SUITABLE SUBSTRATES Plywood/Particle Board/Concrete/
Existing Timber

Contact Forté for others

Accreditations

SUSTAINABILITY Made from Recycled Rubber and Cork

Technical Specifications

DENSITY 650kg/m3

TESTING Professionally Tested by Marshall Day 
Acoustics

Product Details

TYPE Sound Reducing Underlay

COMPOSITION Recycled Rubber Cork

BONDING COMPONENT Waterproof Urethane Adhesive

EFFECTIVENESS Reduces sound transfer in multi-level 
buildings by up to 18dB

Product Specification

CODE AKM10

AVAILABILITY Stocked

COVERAGE 10m2

THICKNESS 5mm

DIMENSIONS (WXL) 1 x 10m

Pack Information

PIECES PER PACK 1 x Roll

PACK DIMENSIONS 270mm H x 270mm W x 1020mm L

PACK SIZE 10m2

PACK WEIGHT 36kg

Usage

SUITABLE APPLICATIONS Commercial/Residential Buildings

SUITABLE SECTORS Multi-level Residential Homes/ 
Hospitality/Retail Stores/Restaurants/
Apartments

UNDERFLOOR HEATING Not Recommended – Enquire before 
proceeding

WET AREAS Contact Forté for information

https://forte.co.nz/assets/forte-timber-overlay-flooring-system-installation-guide
https://forte.co.nz/assets/forte-timber-overlay-flooring-system-installation-guide

